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module or seat-belt pretensioner re-
moved from a motor vehicle that was 
manufactured as required for use in the 
United States may be offered for trans-
portation and transported without 
compliance with the shipping paper re-
quirement prescribed in paragraph (c) 
of this section. However, the word 
‘‘Recycled’’ must be entered on the 
shipping paper immediately after the 
basic description prescribed in § 172.202 
of this subchapter. No more than one 
device is authorized in the packaging 
prescribed in paragraph (e)(1), (2) or (3) 
of this section. The device must be 
cushioned and secured within the pack-
age to prevent movement during trans-
portation. 

(5) Until October 1, 2005, approved 
‘‘Air bag inflators, compressed gas, or 
Air bag modules, compressed gas or 
Seat-belt pretensioners, compressed 
gas,’’ UN3353, packaged in a non-speci-
fication packaging before October 1, 
2003, may be transported or offered for 
domestic transportation when de-
scribed, marked, and labeled as a Divi-
sion 2.2 material in accordance with 
the HMR in effect on September 30, 
2003. 

(e) Packagings. Rigid, outer pack-
agings, meeting the general packaging 
requirements of part 173, and the pack-
aging specification and performance re-
quirements of part 178 of this sub-
chapter at the Packing Group III per-
formance level are authorized as fol-
lows. The packagings must be designed 
and constructed to prevent movement 
of the articles and inadvertent oper-
ation. 

(1) 1A2, 1B2, 1G or 1H2 drums. 
(2) 3A2 or 3H2 jerricans. 
(3) 4C1, 4C2, 4D, 4F, 4G or 4H2 boxes. 
(4) Reusable high strength plastic or 

metal containers or dedicated handling 
devices are authorized for shipment of 
air bag inflators, air bag modules, and 
seat-belt pretensioners from a manu-
facturing facility to the assembly facil-
ity, subject to the following conditions: 

(i) The gross weight of the container 
or handling device may not exceed 1000 
kg (2205 pounds). The container or han-
dling device structure must provide 
adequate support to allow them to be 
stacked at least three high with no 
damage to the containers or devices. 

(ii) If not completely enclosed by de-
sign, the container or handling device 
must be covered with plastic, fiber-
board, or metal. The covering must be 
secured to the container by banding or 
other comparable methods. 

(iii) Internal dunnage must be suffi-
cient to prevent shifting of the devices 
within the container. 

(5) Packagings specified in the ap-
proval document issued by the Asso-
ciate Administrator in accordance with 
paragraph (e) of this section are also 
authorized. 

(f) Labeling. Notwithstanding the pro-
visions of § 172.402 of this subchapter, 
each package or handling device must 
display a CLASS 9 label. Additional la-
beling is not required when the pack-
age contains no hazardous materials 
other than the devices. 

[Amdt. 173–230, 57 FR 1878, Jan. 16, 1992, as 
amended by Amdt. 173–241, 59 FR 67509, Dec. 
29, 1994; Amdt. 173–261, 62 FR 24733, May 6, 
1997; 62 FR 51560, Oct. 1, 1997; 64 FR 10778, 
Mar. 5, 1999; 65 FR 50461, Aug. 18, 2000; 65 FR 
58629, Sept. 29, 2000; 66 FR 8647, Feb. 1, 2001; 
66 FR 45183, 45379, Aug. 28, 2001; 68 FR 45034, 
July 31, 2003; 68 FR 57632, Oct. 6, 2003; 68 FR 
61941, Oct. 30, 2003] 

§ 173.170 Black powder for small arms. 
Black powder for small arms that has 

been classed in Division 1.1 may be re-
classed as a Division 4.1 material, for 
domestic transportation by motor ve-
hicle, rail freight, and cargo vessel 
only, subject to the following condi-
tions: 

(a) The powder must be examined and 
approved for Division 1.1 and Division 
4.1 classification in accordance with 
§§ 173.56 and 173.58; 

(b) The total quantity of black pow-
der in one motor vehicle, rail car, or 
freight container may not exceed 45.4 
kg (100 pounds) net mass, and no more 
than four freight containers may be on 
board one cargo vessel; 

(c) The black powder must be packed 
in inner metal or heavy wall conduc-
tive plastic receptacles not over 454 g 
(16 ounces) net capacity each, with no 
more than 25 cans in one outer UN 4G 
fiberboard box. The inner packagings 
must be arranged and protected so as 
to prevent simultaneous ignition of the 
contents. The complete package must 
be of the same type which has been ex-
amined as required in § 173.56; 
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(d) Each completed package must be 
marked ‘‘BLACK POWDER FOR 
SMALL ARMS’’ and ‘‘NA 0027’’; and 

(e) Each package must bear the 
FLAMMABLE SOLID label. 

[Amdt. 173–255, 61 FR 50626, Sept. 26, 1996, as 
amended at Amdt. 173–255, 62 FR 14338, Mar. 
26, 1997] 

§ 173.171 Smokeless powder for small 
arms. 

Smokeless powder for small arms 
which has been classed in Division 1.3 
may be reclassed in Division 4.1, for 
transportation by motor vehicle, rail 
car, vessel, or cargo-only aircraft, sub-
ject to the following conditions: 

(a) The powder must be examined and 
approved for a Division 1.3 and Division 
4.1 classification in accordance with 
§§ 173.56 and 173.58 of this part. 

(b) The total quantity of smokeless 
powder may not exceed 45.4 kg (100 
pounds) net mass in: 

(1) One rail car, motor vehicle, or 
cargo-only aircraft; or 

(2) One freight container on a vessel, 
not to exceed four freight containers 
per vessel. 

(c) Only combination packagings 
with inner packagings not exceeding 
3.6 kg (8 pounds) net mass are author-
ized. Inner packagings must be ar-
ranged and protected so as to prevent 
simultaneous ignition of the contents. 
The complete package must be of the 
same type which has been examined as 
required in § 173.56 of this part. 

(d) Inside packages that have been 
examined and approved by the Asso-
ciate Administrator may be packaged 
in UN 4G fiberboard boxes meeting the 
Packing Group I performance level, 
provided all inside containers are 
packed to prevent shifting and the net 
weight of smokeless powder in any one 
box does not exceed 7.3 kg (16 pounds). 

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as 
amended at 56 FR 66270, Dec. 20, 1991; Amdt. 
173–241, 59 FR 67509, Dec. 29, 1994; Amdt. 173– 
253, 61 FR 27174, May 30, 1996; 66 FR 45379, 
Aug. 28, 2001; 68 FR 61941, Oct. 30, 2003] 

§ 173.172 Aircraft hydraulic power 
unit fuel tank. 

Aircraft hydraulic power unit fuel 
tanks containing a mixture of anhy-
drous hydrazine and monomethyl hy-
drazine (M86 fuel) and designed for in-

stallation as complete units in aircraft 
are excepted from the specification 
packaging requirements of this sub-
chapter when they conform to either of 
the following conditions: 

(a) The unit must consist of an alu-
minum pressure vessel made from tub-
ing and having welded heads. Primary 
containment of the fuel within this 
vessel must consist of a welded alu-
minum bladder having a maximum in-
ternal volume of 46 L (12 gallons). The 
outer vessel must have a minimum de-
sign gauge pressure of 1,275 kPa (185 
psig) and a minimum burst gauge pres-
sure of 2,755 kPa (400 psig). Each vessel 
must be leak-checked during manufac-
ture and before shipment and must be 
found leakproof. The complete inner 
unit must be securely packed in non- 
combustible cushioning material, such 
as vermiculite, in a strong outer tight-
ly closed metal packaging which will 
adequately protect all fittings. Max-
imum quantity of fuel per unit and 
package is 42 L (11 gallons); or 

(b) The unit must consist of an alu-
minum pressure vessel. Primary con-
tainment of the fuel within this vessel 
must consist of a welded hermetically 
sealed fuel compartment with an elas-
tomeric bladder having a maximum in-
ternal volume of 46 L (12 gallons). The 
pressure vessel must have a minimum 
design gauge pressure of 5,170 kPa (750 
psig). Each vessel must be leak- 
checked during manufacture and before 
shipment and must be securely packed 
in non-combustible cushioning mate-
rial, such as vermiculite, in a strong 
outer tightly closed metal packaging 
which will adequately protect all fit-
tings. Maximum quantity of fuel per 
unit and package is 42 L (11 gallons). 

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as 
amended by 66 FR 45380] 

§ 173.173 Paint, paint-related material, 
adhesives, ink and resins. 

(a) When the § 172.101 table specifies 
that a hazardous material be packaged 
under this section, the following re-
quirements apply. Except as otherwise 
provided in this part, the description 
‘‘Paint’’ is the proper shipping name 
for paint, lacquer, enamel, stain, shel-
lac, varnish, liquid aluminum, liquid 
bronze, liquid gold, liquid wood filler, 
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