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(6) Solid plastic boxes must have clo-
sure devices made of a suitable mate-
rial of adequate strength and so de-
signed as to prevent the box from unin-
tentionally opening. 

(7) Maximum net mass 4H1: 60 kg (132 
pounds); 4H2: 400 kg (882 pounds). 

§ 178.518 Standards for woven plastic 
bags. 

(a) The following are identification 
codes for woven plastic bags: 

(1) 5H1 for an unlined or non-coated 
woven plastic bag; 

(2) 5H2 for a sift-proof woven plastic 
bag; and 

(3) 5H3 for a water-resistant woven 
plastic bag. 

(b) Construction requirements for 
woven plastic fabric bags are as fol-
lows: 

(1) Bags must be made from stretched 
tapes or monofilaments of a suitable 
plastic material. The strength of the 
material used and the construction of 
the bag must be appropriate to the ca-
pacity and intended use of the bag. 

(2) If the fabric is woven flat, the 
bags must be made by sewing or some 
other method ensuring closure of the 
bottom and one side. If the fabric is tu-
bular, the bag must be closed by sew-
ing, weaving, or some other equally 
strong method of closure. 

(3) Bags, sift-proof, 5H2 must be made 
sift-proof by appropriate means such as 
use of paper or a plastic film bonded to 
the inner surface of the bag or one or 
more separate inner liners made of 
paper or plastic material. 

(4) Bags, water-resistant, 5H3: To pre-
vent the entry of moisture, the bag 
must be made waterproof by appro-
priate means, such as separate inner 
liners of water-resistant paper (e.g., 
waxed kraft paper, double-tarred kraft 
paper or plastic-coated kraft paper), or 
plastic film bonded to the inner or 
outer surface of the bag, or one or more 
inner plastic liners. 

(5) Maximum net mass: 50 kg (110 
pounds). 

[Amdt. 178–97, 55 FR 52717, Dec. 21, 1990, and 
amended by Amdt. 178–99, 58 FR 51534, Oct. 1, 
1993] 

§ 178.519 Standards for plastic film 
bags. 

(a) The identification code for a plas-
tic film bag is 5H4. 

(b) Construction requirements for 
plastic film bags are as follows: 

(1) Bags must be made of a suitable 
plastic material. The strength of the 
material used and the construction of 
the bag must be appropriate to the ca-
pacity and the intended use of the bag. 
Joints and closures must be capable of 
withstanding pressures and impacts 
liable to occur under normal conditions 
of transportation. 

(2) Maximum net mass: 50 kg (110 
pounds). 

§ 178.520 Standards for textile bags. 
(a) The following are identification 

codes for textile bags: 
(1) 5L1 for an unlined or non-coated 

textile bag; 
(2) 5L2 for a sift-proof textile bag; 

and 
(3) 5L3 for a water-resistant textile 

bag. 
(b) Construction requirements for 

textile bags are as follows: 
(1) The textiles used must be of good 

quality. The strength of the fabric and 
the construction of the bag must be ap-
propriate to the capacity and intended 
use of the bag. 

(2) Bags, sift-proof, 5L2: The bag 
must be made sift-proof, by appropriate 
means, such as by the use of paper 
bonded to the inner surface of the bag 
by a water-resistant adhesive such as 
bitumen, plastic film bonded to the 
inner surface of the bag, or one or more 
inner liners made of paper or plastic 
material. 

(3) Bags, water-resistant, 5L3: To pre-
vent entry of moisture, the bag must 
be made waterproof by appropriate 
means, such as by the use of separate 
inner liners of water-resistant paper 
(e.g., waxed kraft paper, tarred paper, 
or plastic-coated kraft paper), or plas-
tic film bonded to the inner surface of 
the bag, or one or more inner liners 
made of plastic material or metalized 
film or foil. 

(4) Maximum net mass: 50 kg (110 
pounds). 

[Amdt. 178–97, 55 FR 52717, Dec. 21, 1990, as 
amended at 56 FR 66285, Dec. 20, 1991] 
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