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Pipeline and Hazardous Materials Safety Admin., DOT § 173.302a 

(1) Metallic portions of a valve that 
may come into contact with the oxy-
gen in the cylinder must be con-
structed of brass or stainless steel. 

(2) Each cylinder opening must be 
configured with straight threads only. 

(3) Each cylinder must be cleaned in 
accordance with the requirements of 
GSA Federal Specification RR-C-901C, 
paragraphs 3.3.1 and 3.3.2 (IBR, see 
§ 171.7 of this subchapter). Cleaning 
agents equivalent to those specified in 
Federal Specification RR-C-901C may 
be used provided they do not react with 
oxygen. One cylinder selected at ran-
dom from a group of 200 or fewer and 
cleaned at the same time must be test-
ed for oil contamination in accordance 
with Federal Specification RR-C-901C, 
paragraph 4.4.2.2, and meet the speci-
fied standard of cleanliness. 

(4) The pressure in each cylinder may 
not exceed 3000 psig at 21 °C (70 °F). 

(c) Notwithstanding the provisions of 
§ 173.24(b)(1), an authorized cylinder 
containing oxygen continuously fed to 
tanks containing live fish may be of-
fered for transportation and trans-
ported. 

(d) Shipment of Division 2.1 mate-
rials in aluminum cylinders is author-
ized for transportation only by motor 
vehicle, rail car, or cargo-only aircraft. 

[67 FR 51646, Aug. 8, 2002, as amended at 67 
FR 61289, Sept. 30, 2002; 68 FR 75745, Dec. 31, 
2003] 

§ 173.302a Additional requirements for 
shipment of nonliquefied (perma-
nent) compressed gases in specifica-
tion cylinders. 

(a) Detailed filling requirements. Non-
liquefied compressed gases (except gas 
in solution) for which filling require-
ments are not specifically prescribed in 
§ 173.304a must be shipped subject to 
the requirements in this section and 
§§ 173.301, 173.301a, 173.302, and 173.305 in 
specification cylinders, as follows: 

(1) DOT 3, 3A, 3AA, 3AL, 3B, 3E, 4B, 
4BA and 4BW cylinders. 

(2) DOT 3HT cylinders. These cyl-
inders are authorized for aircraft use 
only and only for nonflammable gases. 

They have a maximum service life of 24 
years from the date of manufacture. 
The cylinders must be equipped with 
frangible disc type pressure relief de-
vices that meet the requirements of 
§ 173.301(f). Each frangible disc must 
have a rated bursting pressure not ex-
ceeding 90 percent of the minimum re-
quired test pressure of the cylinder. 
Discs with fusible metal backing are 
not permitted. Specification 3HT cyl-
inders may be offered for transpor-
tation only when packaged in accord-
ance with § 173.301(a)(9). 

(3) DOT 39 cylinders. When the cyl-
inder is filled with a Division 2.1 mate-
rial, the internal volume of the cyl-
inder may not exceed 1.23 L (75 in3. 

(4) DOT 3AX, 3AAX, and 3T cylinders 
are authorized for Division 2.1 and 2.2 
materials and for carbon monoxide. 
DOT 3T cylinders are not authorized 
for hydrogen. When used in methane 
service, the methane must be a non-
liquefied gas with a minimum purity of 
98.0 percent methane and commercially 
free of corroding components. 

(5) Aluminum cylinders manufac-
tured in conformance with specifica-
tions DOT 39 and 3AL are authorized 
for oxygen only under the conditions 
specified in § 173.302(b). 

(b) Special filling limits for DOT 3A, 
3AX, 3AA, 3AAX, and 3T cylinders. A 
DOT 3A, 3AX, 3AA, 3AAX, and 3T cyl-
inder may be filled with a compressed 
gas, other than a liquefied, dissolved, 
Division 2.1, or Division 2.3 gas, to a 
pressure 10 percent in excess of its 
marked service pressure, provided: 

(1) The cylinder is equipped with a 
frangible disc pressure relief device 
(without fusible metal backing) having 
a bursting pressure not exceeding the 
minimum prescribed test pressure. 

(2) The cylinder’s elastic expansion 
was determined at the time of the last 
test or retest by the water jacket 
method. 

(3) Either the average wall stress or 
the maximum wall stress does not ex-
ceed the wall stress limitation shown 
in the following table: 

Type of steel 
Average wall 
stress limita-

tion 

Maximum wall 
stress limita-

tion 

I. Plain carbon steels over 0.35 carbon and medium manganese steels .................................... 53,000 58,000 
II. Steels of analysis and heat treatment specified in spec. 3AA ................................................. 67,000 73,000 
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Type of steel 
Average wall 
stress limita-

tion 

Maximum wall 
stress limita-

tion 

III. Steels of analysis and heat treatment specified in spec. DOT-3T .......................................... 87,000 94,000 
IV. Plain carbon steels less than 0.35 carbon made prior to 1920 .............................................. 45,000 48,000 

(i)(A) The average wall stress must 
be computed from the elastic expan-
sion data using the following formula: 

S = 1.7EE / KV¥0.4P 

Where: 
S = wall stress, pounds per square inch; 
EE = elastic expansion (total less perma-

nent) in cubic centimeters; 
K = factor × 10 ¥7 experimentally determined 

for the particular type of cylinder being 
tested or derived in accordance with CGA 
C–5 (IBR, see § 171.7 of this subchapter); 

V = internal volume in cubic centimeter (1 
cubic inch = 16.387 cubic centimeters); 

P = test pressure, pounds per square inch. 

(B) The formula in paragraph 
(b)(3)(i)(A) of this section is derived 
from the formula in paragraph (b)(3)(ii) 
of this section and the following: 

EE = (PKVD2) / (D2¥d2) 

(ii) The maximum wall stress must 
be computed from the formula: 

S = (P(1.3D2 + 0.4d2)) / (D2¥d2) 
Where: 
S = wall stress, pounds per square inch; 
P = test pressure, pounds per square inch; 
D = outside diameter, inches; 
d = D–2t, where t=minimum wall thickness 

determined by a suitable method. 

(iii) Compliance with average wall 
stress limitation may be determined by 
computing the elastic expansion rejec-
tion limit in accordance with CGA C–5, 
by reference to data tabulated in CGA 
C–5, or by the manufacturer’s marked 
elastic expansion rejection limit (REE) 
on the cylinder. 

(4) An external and internal visual 
examination made at the time of test 
or retest shows the cylinder to be free 
from excessive corrosion, pitting, or 
dangerous defects. 

(5) A plus sign (+) is added following 
the test date marking on the cylinder 
to indicate compliance with para-
graphs (b) (2), (b)(3), and (b)(4) of this 
section. 

(c) Carbon monoxide. Carbon mon-
oxide must be offered in a DOT 3, 3A, 
3AX, 3AA, 3AAX, 3AL, 3E, or 3T cyl-
inder having a minimum service pres-

sure of 1800 psig. The pressure in a steel 
cylinder may not exceed 1000 psig at 21 
°C (70 °F), except that if the gas is dry 
and sulfur free, the cylinder may be 
filled to 5/6 of the cylinder’s service 
pressure or 2000 psig, whichever is less. 
A DOT 3AL cylinder may be filled to 
its marked service pressure. A DOT 
3AL cylinder is authorized only when 
transported by motor vehicle, rail car, 
or cargo-only aircraft. 

(d) Diborane and diborane mixtures. 
Diborane and diborane mixed with 
compatible compressed gas must be of-
fered in a DOT 3AL1800 or 3AA1800 cyl-
inder. Diborane mixed with compatible 
compressed gas may not have a pres-
sure exceeding the service pressure of 
the cylinder if complete decomposition 
of the diborane occurs. Cylinder valve 
assemblies must be protected in ac-
cordance with § 173.301(h). 

(e) Fluorine. Fluorine must be shipped 
in specification 3A1000, 3AA1000, or 
3BN400 cylinders without pressure re-
lief devices and equipped with valve 
protection cap. The cylinder may not 
be charged to over 400 psig at 21 °C (70 
°F) and may not contain over 2.7 kg (6 
lbs) of gas. 

[67 FR 51646, Aug. 8, 2002, as amended at 68 
FR 75745, Dec. 31, 2003; 70 FR 34075, June 13, 
2005] 

§ 173.302b [Reserved] 

§ 173.303 Charging of cylinders with 
compressed gas in solution 
(acetylene). 

(a) Cylinder, filler and solvent require-
ments. (Refer to applicable parts of 
Specification 8 and 8AL). Acetylene gas 
must be shipped in Specification 8 or 
8AL cylinders (§ 178.59 or § 178.60 of this 
subchapter). The cylinders shall con-
sist of metal shells filled with a porous 
material, and this material must be 
charged with a suitable solvent. The 
cylinders containing the porous mate-
rial and solvent shall be successfully 
tested in accordance with CGA C–12 
(IBR, see § 171.7 of this subchapter). 
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