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time sufficiently long to assure detec-
tion of leaks, but in no case less than 
5 minutes. 

(5) In addition to the training re-
quirements in subpart H, the person 
who performs the visual inspection or 
pressure test and/or signs the inspec-
tion report must have the knowledge 
and ability to perform them as re-
quired by this section. 

(6) A meter prover that fails the peri-
odic test and inspection, must be re-
jected and removed from hazardous 
materials service unless the meter 
prover is adequately repaired, and 
thereafter, a successful test is con-
ducted in accordance with the require-
ments of this section. 

(7) Prior to any repair work, the 
meter prover must be emptied of any 
hazardous material. A meter prover 
containing flammable lading must be 
purged. 

(8) Each meter prover successfully 
completing the external visual inspec-
tion and the pressure test must be 
marked with the test date (month/ 
year), the type of test or inspection as 
follows: 

(i) V for external visual inspection; 
and 

(ii) P for pressure test. 
The marking must be on the side of a 

tank or the largest piping component 
in letters 32 mm (1.25 inches) high on a 
contrasting background. 

(9) The owner must retain a record of 
the most recent external visual inspec-
tion and pressure test until the next 
test or inspection of the same type suc-
cessfully completed. The test or inspec-
tion report must include the following: 

(i) Serial number or other meter 
prover identifier; 

(ii) Type of test or inspection per-
formed; 

(iii) Test date (month/year); 
(iv) Location of defects found, if any, 

and method used to repair each defect; 
(v) Name and address of person per-

forming the test or inspection; 
(vi) Disposition statement, such as 

‘‘Meter Prover returned to service’’ or 
‘‘Meter Prover removed from service’’. 

[70 FR 3308, Jan. 24, 2005] 

§ 173.6 Materials of trade exceptions. 
When transported by motor vehicle 

in conformance with this section, a 

material of trade (see § 171.8 of this sub-
chapter) is not subject to any other re-
quirements of this subchapter besides 
those set forth or referenced in this 
section. 

(a) Materials and amounts. A material 
of trade is limited to the following: 

(1) A Class 3, 8, 9, Division 4.1, 5.1, 5.2, 
6.1, or ORM-D material contained in a 
packaging having a gross mass or ca-
pacity not over— 

(i) 0.5 kg (1 pound) or 0.5 L (1 pint) for 
a Packing Group I material; 

(ii) 30 kg (66 pounds) or 30 L (8 gal-
lons) for a Packing Group II, Packing 
Group III, or ORM-D material; 

(iii) 1500 L (400 gallons) for a diluted 
mixture, not to exceed 2 percent con-
centration, of a Class 9 material. 

(2) A Division 2.1 or 2.2 material in a 
cylinder with a gross weight not over 
100 kg (220 pounds), or a permanently 
mounted tank manufactured to the 
ASME Code of not more than 70 gallon 
water capacity for a non-liquefied Divi-
sion 2.2 material with no subsidiary 
hazard. 

(3) A Division 4.3 material in Packing 
Group II or III contained in a pack-
aging having a gross capacity not ex-
ceeding 30 mL (1 ounce). 

(4) A Division 6.2 material, other 
than a Risk Group 4 material, that is a 
diagnostic specimen, biological prod-
uct, or regulated medical waste. The 
material must be contained in a com-
bination packaging. For liquids, the 
inner packaging must be leak tight, 
and the outer packaging must contain 
sufficient absorbent material to absorb 
the entire contents of the inner pack-
aging. For sharps, the inner packaging 
must be constructed of a rigid material 
resistant to punctures and leaks. For 
all Division 6.2 materials, the outer 
packaging must be a strong, tight 
packaging securely closed and secured 
against movement. 

(i) For a diagnostic specimen or bio-
logical product, combination pack-
agings must conform to the following 
capacity limitations: 

(A) One or more inner packagings 
where the gross mass or capacity of 
each inner packaging does not exceed 
0.5 kg (1.1 pound), or 0.5 L (17 ounces), 
and an outer packaging having a gross 
mass or capacity not exceeding 4 kg 
(8.8 pounds) or 4 L (1 gallon); or 
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(B) A single inner packaging with a 
gross mass or capacity not exceeding 16 
kg (35.2 pounds) or 16 L (4.2 gallons) in 
a single outer packaging. 

(ii) For a regulated medical waste, a 
combination packaging must consist of 
one or more inner packagings having a 
gross mass or capacity not exceeding 4 
kg (8.8 pounds) or 4 L (1 gallon), and an 
outer packaging having a gross mass or 
capacity not exceeding 16 kg (35.2 
pounds) or 16 L (4.2 gallons). 

(5) This section does not apply to a 
hazardous material that is self-reactive 
(see § 173.124), poisonous by inhalation 
(see § 173.133), or a hazardous waste. 

(b) Packaging. (1) Packagings must be 
leak tight for liquids and gases, sift 
proof for solids, and be securely closed, 
secured against shifting, and protected 
against damage. 

(2) Each material must be packaged 
in the manufacturer’s original pack-
aging, or a packaging of equal or great-
er strength and integrity. 

(3) Outer packagings are not required 
for receptacles (e.g., cans and bottles) 
that are secured against shifting in 
cages, carts, bins, boxes or compart-
ments. 

(4) For gasoline, a packaging must be 
made of metal or plastic and conform 
to the requirements of this subchapter 
or to the requirements of the Occupa-
tional Safety and Health Administra-
tion of the Department of Labor con-
tained in 29 CFR 1910.106(d)(2) or 
1926.152(a)(1). 

(5) A cylinder or other pressure vessel 
containing a Division 2.1 or 2.2 mate-
rial must conform to packaging, quali-
fication, maintenance, and use require-
ments of this subchapter, except that 
outer packagings are not required. 
Manifolding of cylinders is authorized 
provided all valves are tightly closed. 

(c) Hazard communication. (1) A non- 
bulk packaging other than a cylinder 
(including a receptacle transported 
without an outer packaging) must be 
marked with a common name or proper 
shipping name to identify the material 
it contains, including the letters ‘‘RQ’’ 
if it contains a reportable quantity of a 
hazardous substance. 

(2) A bulk packaging containing a di-
luted mixture of a Class 9 material 
must be marked on two opposing sides 
with the four-digit identification num-

ber of the material. The identification 
number must be displayed on placards, 
orange panels or, alternatively, a white 
square-on-point configuration having 
the same outside dimensions as a 
placard (at least 273 mm (10.8 inches) 
on a side), in the manner specified in 
§ 172.332 (b) and (c) of this subchapter. 

(3) A DOT specification cylinder (ex-
cept DOT specification 39) must be 
marked and labeled as prescribed in 
this subchapter. Each DOT-39 cylinder 
must display the markings specified in 
178.65(i). 

(4) The operator of a motor vehicle 
that contains a material of trade must 
be informed of the presence of the haz-
ardous material (including whether the 
package contains a reportable quan-
tity) and must be informed of the re-
quirements of this section. 

(d) Aggregate gross weight. Except for 
a material of trade authorized by para-
graph (a)(1)(iii) of this section, the ag-
gregate gross weight of all materials of 
trade on a motor vehicle may not ex-
ceed 200 kg (440 pounds). 

(e) Other exceptions. A material of 
trade may be transported on a motor 
vehicle under the provisions of this sec-
tion with other hazardous materials 
without affecting its eligibility for ex-
ceptions provided by this section. 

[Amdt. 173–259, 62 FR 1216, Jan. 8, 1997, as 
amended by Amdt. 173–262, 62 FR 49566, Sept. 
22, 1997; 62 FR 51560, Oct. 1, 1997; Amdt. 173– 
259, 63 FR 8142, Feb. 18, 1998; 63 FR 52849, Oct. 
1, 1998; 66 FR 45381, Aug. 28, 2001; 67 FR 53137, 
Aug. 14, 2002; 68 FR 75742, Dec. 31, 2003; 68 FR 
61941, Oct. 30, 2003] 

§ 173.7 U.S. Government material. 
(a) Hazardous materials offered for 

transportation by, for, or to the De-
partment of Defense (DOD) of the U.S. 
Government, including commercial 
shipments pursuant to a DOD contract, 
must be packaged in accordance with 
the regulations in this subchapter or in 
packagings of equal or greater strength 
and efficiency as certified by DOD in 
accordance with the procedures pre-
scribed by ‘‘Packaging of Hazardous 
Material, DLAD 4145.41/AR 700–143/AFJI 
24–210/NAVSUPINST 4030.55B/MCO 
4030.40B (IBR, see § 171.7 of this sub-
chapter).’’ Hazardous materials offered 
for transportation by DOD under this 
provision may be reshipped by any 
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